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G95,  G125 CF SERIES
LED Carbon Filament Look Globes

●   Input voltage: 220-250V AC 50/60Hz

●   Wattage: 6W

●   Aluminium cap base

●   Ambient temp: -20 to 500C

●   Not suitable for dimming
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 CODE  DESCRIPTION TECHNICAL DATA DIMENSIONS

BASE KELVIN
(K)

LUMENS
(LM)

WATT
(W)

CRI LENGTH
(mm)

DIAM
(mm)

CARTON
QTY

 CF1  6W G95 LED FILAMENT GLOBE BC 2700K B22 2700 520 6=60 80 137 Ø95 1/50

 CF1A  6W G95 LED FILAMENT GLOBE BC 2200K B22 2200 425 6=60 80 137 Ø95 1/50

 CF2A  6W G95 LED FILAMENT GLOBE ES 2200K E27 2200 425 6=60 80 137 Ø95 1/50
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 CF3A  6W LED FILAMENT GLOBE G125 ES 2200K E27 2200 425 6=60 80 176 Ø125 1/50

 CF4  6W LED FILAMENT GLOBE G125 BC 2700K B22 2700 460 6=60 80 176 Ø125 1/50

 CF4A  6W LED FILAMENT GLOBE G125 BC 2200K B22 2200 425 6=60 80 176 Ø125 1/50


